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JWAF Rain—proof Switching Power Supply Series——200W Single Output

ﬁ-ﬂﬁﬁ% Typical Performance
MR SF: 232%120%65 (mm)
Dimension: 232%120%65 (mm)
L Q0o WAV AN
Super wide range input voltage
High efficiency. High power density. Low ripple & noise
€ 105 CRAF A HLAE FRL A

105°C long life electrolytic capacitors

LT B, mrEEE. =HERME

Rainproof.
&%} EN60950
Ann rules: EN60950

HNFRIE

Input Features

moisture-proof, high reliability. three-year warranty

i N H Y W:85 ~265VAC  120~370VDC 110VAC
Input voltage range 220VAC

NGV S 47~63Hz

Input voltage frequency

iy N LR 230VAC %) 5 =50A

Inrush current 230VAC cold start,

ﬁl]ﬂjﬁﬁ Output Features

B L VR R S BRMRHL s =H%
\oltage tolerance Nominal voltage
H R R fim N\ P s ARG 3 39 v i A2 £ =40.5%
Line regulation Change of input voltage from lowend to highend
gik-alk = 20%~100% 1 472 1k, Vo=40.5%
Load regul 20%~100% Load change
LU 20M 7 B =1%
Ripple&Noise 20M Bandwidth

T &R %0.02%/°C
Temperature coefficient
BV 115~150%%5E LR, A T2
Output overload Protection 115~150%rated output powerl, auto recovery
R PR K, AkE
Short Circuit Protection Long-term, auto recovery
ES B NARRRHLE 2K 85% (HLAU(E)
Efficiency Input rated voltage. pull load 85%(typical)
JA Bl ] 220VAC %k 1000mS  C(HLRfE)
Rise time 220VAC pull load 1000ms  (typical)
PRI 1] 220VAC ii#k 20mS  (JLARUED
Hold up time 220VAC pull load 20ms (typical)

_‘ﬂﬁﬁﬁi General Features

98 25 i s SRS THENE (P F:) 1500VAC
Withstand voltage I/P-O/P. |/P-FIG

fi OGS 500VAC

O/P -FIG

(1 20%h, i =5mA )

(1Mintute leakage current) =5mA)
k2 SN 500V =50MQ
Isolation resistance
MTBF WE5 25°C 2. 0x10°Hrs

Environment 25°C
AR 55°C LA FFrsifl H -25°C~70°C(-40°C~70°C)
Operating temperature Above 55°C derating make
it AL -40°C~85C
Storage temperature
TTAEARR Te kit e A UKBL S 10%~-90%RH
Operating humidity (non condensing)
fibi A AT To kit e A UKBL S 5%~-95%RH
Storage humidity (non condensing)
ST H ARV A
Cooling method Convection




AT Naming

Rules

JWAF-200S 15 W

N LRSSl (W:85~265V)

Input voltage range (W:85~265V)
s

Output voltage

B A HH

Single Output

i o

Output power

AC/DC Bjj M 4% FLYA

AC/DC Rain—proof Swittching Power Supply

FEERIERY  Product Selection Table

N il B i i A ¥ i S N
re FII:I‘:I ij:tu‘ % of:)f E\/E;Jiage Outiifjiﬂuiient iﬁifu?if‘?ai &ﬁ%&f)r &ﬁ %
Model No. Vo lo tolerance V ppymv Efficiency
JWAF-200S12W 12v 0~16.7A % 150mV 84%
JWAF-200S15W 15V 0~13.3A % 200mV 85%
JWAF-200S24W 24V 0~8.3A +% 240mV 86%
JWAF-200S27W 21V 0~7.4A +% 240mV 86%
JWAF-200S48W 48V 0~4.2A +% 240mV 87%
JWAF-200S110W 110V 0~1.8A +1% 300mV 88%

E: REAR, LR

department.

FURTR =i, B HIRLAN =i, 5 AL A &R .
Note:Due to space limitations ,the above list is only for some products, If other than a list of products, please contact the Company’s sales




