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JWAC charging Switching Power Supply Series——72W Output

ﬁﬂﬁﬁ% Typical Performance

& SMERSE: 160%98%40 (mm)
Dimension: 160*98*40 (mm)
L Q% TANG ERES e
Wide range input voltage
O 38T AN RIS ES H i e AT
Applicable to the use of different types of battery charging
High efficiency. High power density. Low ripple & noise
\ A LA
Metal shell, Eight face shield
&2 Fil: EN60950
Ann rules: EN60950

ﬁ)\%ﬁ Input Features

i A\ HL I W:85~265VAC  120~370VDC 110VAC
Input voltage range N:165~265VAC 230~370VDC 220VAC
NG TR 47~63Hz
Input voltage frequency
i AN\ HL U 230VAC & R 3 =20A
Inrush current 230VAC cold start,
ﬁﬂjﬁﬁ Output Features
L HOR PRk HL =+%
\oltage tolerance Nominal voltage
H s 1 2 B N R s DA 3 391 1 i R 4K =40.5%
Line regulation (full load) Change of input voltage from lowend to highend
el ki 20%~100% 111 21k, Vo=+%
Load regul 20%~100% Load change
78 WP R PrFR L =H%
Constant voltage charging accuracy Nominal voltage
78 HLE RS PRFR LI =#+0%
Constant current charging accuracy Nominal current
LU 20M 77 5 =1%
Ripple&Noise 20M Bandwidth
i R HL 40.02%/°C
Temperature coefficient
R R K, Ak
Short Circuit Protection Long-term, auto recovery
Ji Bl ) (1] 220VAC j#i#, 800mS (LA
Rise time 220VAC Full load 800ms (typical)
PRI ] 220VAC i 50mS  (HLAUE)
Hold up time 220VAC Full load 50ms (typical)

_‘ﬂﬁﬁﬁ General Features

8% 24 i s PSSR TN TPAS B 1500VAC
Withstand voltage I/P-O/P. I/P-FIG
B HE 0 500VAC
O/P -FIG
(1 7%, JWHL=5mA )
(1Mintute leakage current) =5mA)
itz SN 500V =50MQ
Isolation resistance
MTBF Es 25°C 2. 0%10°Hrs
Environment 25°C
TAFR L 55°C LAk R4 H -25°C~70°C(-40°C~70C)

Operating temperature Above 55°C derating make

fili A7 UL -40°C~85C
Storage temperature

TTAEARR ol ie S A UKILS 10%~-90%RH
Operating humidity (non condensing)

i A7 AT R Tl L Ei KL% 5%-~-95%RH
Storage humidity (non condensing)

S IVIEN ER/SESA)
Cooling method Convection




fﬁ@?‘j‘ﬁ Naming Rules

JWAC- 72 S 12 W(N)

N B (W:85~265V, N:165~265V)

— Input voltage range (W:85~265V, N:165~265V)

it HEL
Output voltage
L H
Single Output
iy 1 Th 2
Output power
AC/DC 7t Hi HLJ5
AC/DC charging Switching Power Supply
b
Product Selection Table
7o HL AR L FEHLHL 7o HL LI A ME
Product model Battery nominal vollage Charging voltage Chanrging current Float voltage Efficiency
JWAC-72S512W(N) 12V 14..8V 6.0A 13.8V 80%
JWAC-72S524W(N) 24V 29.4VvV 3.0A 27.4V 80%
JWAC-72S36W(N) 36V 442V 2.0A 41.2V 80%
JWAC-72548W(N) 48V 58.8V 1.5A 54.8V 82%
JWAC-72S60W(N) 60V 73.5V 1.2A 68,5V 84%
JWAC-72S72W(N) 2V 88.2V 1.0v 82.8V 85%

e BURIRA R, LLEFUEE a3, R A=, S AR A F R R
Note: Due to space limitations ,the above list is only for some products, If other than a list of products, please contact the Company’s sales

department.

ﬁ%ﬁ‘]‘ E MechanicalData
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HE: BT SREFMAR, FULY R A4,

Note: Power mechanical data does not match with the hand book, Please refer to product size




